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HS 3.0

Oftentimes, the biggest culprit behind poor indoor
air quality is what we can’t even see or detect. Did
you know that the air you breathe in your home
can be up to 70% more polluted than outdoor air?
From cooking to pet dander, everyday activities
and items can compromise the quality of your
home’s air—and, ultimately, your health.
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The HS 3.0 has a three stage filtration system:
MERVS8, Carbon and HEPA. This filtration system
is designed to clean and filter the air in a 2000
square foot space every hour. Filter replacement is
quick and simple.

e 3-stage filtration: MERVS, pre-
filter with carbon, HEPA filter

e Captures 99.97% of particles 0.3
microns and larger

e Two speed operation (208 or
282 cfm)

e No adverse effect on your
forced-air system

e Fully insulated cabinet

* Recommended for spaces of up
to 2000 sq.ft.
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Technical Specifications

Voltage / Phase (V/~) 120 /1

Rated power (W) 180

Max current (A) 1.23

Height (in (mm)) 22 (557)
Depth (in (mm)) 12 (307)
Width (in (mm)) 17 (431)
Shipping weight (Ibs (Kg)) 33.1 (15)

FILTERED
AIR OUT

Filters
Carbon Filter

e The carbon filter will capture household odors like
cooking oil and smoke.

HEPA Filter

e The filter will collect up to 99.97% of particles as small
as 0.3 microns in size such as carbon dust, bacteria,
legionella, combustion smoke, milled flour, welding
fumes, pollen, bacteria, pet dander, and mold spores.

WHAT SETS HS 3.0 APART?
3 Filter 2000 sq. ft. Coverage Two Speed
Layers in 1 hour (8’ ceiling) Operation
&

Greentek.



